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Vertical Style Rooftop Equipment Screens

Step 6: Install Plastic Panels
The quantity and position of the Plastic
Panels will vary with each RTU.Refer
to unit specific installation instructions
for panel layout. There are only two
panel widths (22 1/2” and  45”). The
overlap between the front and back
panels will vary approximately 2” to
6”.

When installing the panels into the Top
and Bottom Retainers, slide the panels
between the front and back channel.
This will allow the panels to slide one
behind the other for Service Access
to the RTU.
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Step 7: Install End Caps
With all of the Plastic Panels installed, begin at one corner with an End Cap, and position
it flush over the ends of both the T.R. and B.R. Use the  1/1/4” long stainless steel TEK screws
to attach the End Caps to the Retainer extrusions at top and bottom.
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Step 8: Final Details

If you have any questions about the installation of the Envisor system
we encourage you to call us at 1 877 727 3367

Installing the End Caps completes the last component assembly step.

Next, locate the blue and white label in your hardware carton that says “NOTICE” at the
top. This label should be placed on the outside surface of the panel that has the RTU’s
Disconnect Switch located behind it. Remove the backing from the label and apply it to
this panel so that it is plain view.

Also inside the hardware carton you will find small white plastic bottles of “touch up” paint
in the same color as your Envisor Screen. This paint should be used to touch up any small
panel scratches or screw heads that  may have had the painted surface damaged during
installation.

Finally we recommend walking around the entire RTU’s screen to inspect and make any
adjustments in the position of the panels. Sliding plastic panels left or right for even spacing
will complete your installation.
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